
 

  

 

 
 BRE Global Test Report  
 Fire resistance test to EN1365-1:2012 on a 137.5mm-thick SIP Building 

Systems wall comprising of a timber stud frame polyurethane insulation 
clad with OSB and a single layer of 12.5mm-thick Gyproc Fireline on the 
fireside. 

 Prepared for: SIP Building Systems  
 Date: 29 November 2021 
 Report Number: P118950-1004  

BRE Global Ltd 
Watford, Herts 
WD25 9XX 
Customer Services 0333 321 8811 
From outside the UK: 
T + 44 (0) 1923 664000 
F + 44 (0) 1923 664010 
E enquiries@bre.co.uk 
www.bre.co.uk 

 

 Prepared for: 
SIP Building Systems, 
Unit 1Hammond Road, 
Knowsley Industrial Park  
Liverpool, 
L33 7UL 
 

 

 

 

 

 
 
 
 
 
 
 
 
 
 
 

 

 

mailto:enquiries@bre.co.uk
http://www.bre.co.uk


 Fire resistance test to EN 1365-1:2012 on a 137.5mm-thick SIP Building Systems wall comprising of timber 

stud frame, polyurethane insulation clad with OSB and a single layer 12.5mm-thick Fireline Board on 

Fireside.  

Report Number: P118950-1004

                  Issue: 1

                                                                             

  

  

 

Commercial in Confidence © BRE Global Ltd 2021 

 

Page  1 of 29 

 

 

This report is made on behalf of BRE Global and may only be distributed in its entirety, without 
amendment, and with attribution to BRE Global Ltd to the extent permitted by the terms and conditions of 
the contract. Test results relate only to the specimens tested. BRE Global has no responsibility for the 
design, materials, workmanship or performance of the product or specimens tested. This report does not 
constitute an approval, certification or endorsement of the product tested and no such claims should be 
made on websites, marketing materials, etc. Any reference to the results contained in this report should 
be accompanied by a copy of the full report, or a link to a copy of the full report. 

BRE Global’s liability in respect of this report and reliance thereupon shall be as per the terms and 
conditions of contract with the client and BRE Global shall have no liability to third parties to the extent 
permitted in law.  

Opinions and interpretations expressed herein are outside the scope of UKAS Accreditation  

Prepared by 

Name A.D.Bird 

Position Project Leader 

Date 29 November 2021 

Signature 
 

Authorised by 

Name T. Baker  

Position Head of Passive Fire Protection 

Date 29 November 2021 

Signature 
 



 Fire resistance test to EN 1365-1:2012 on a 137.5mm-thick SIP Building Systems wall comprising of timber 

stud frame, polyurethane insulation clad with OSB and a single layer 12.5mm-thick Fireline Board on 

Fireside.  

Report Number: P118950-1004

                  Issue: 1

                                                                             

  

  

 

Commercial in Confidence © BRE Global Ltd 2021 

 

Page  2 of 29 

 

 

 

Table of Contents 

Summary 3 
1 Objective 3 
2 Test Construction 4 

2.1 General 4 

2.2 Components 4 

2.2.1 Elastpor H1236/3 & PMDI 92140  Manufactured by BASF 4 
2.2.2 Sonaie OSB/3 12mm-thick 4 
2.2.3 British Gypsum Gyproc Fireline plasterboard 12.5mm-thick TE 4 
2.2.4 Timber 4 
2.2.5 Fixings 4 
2.2.6 Adhesive 5 

2.3 Wall Construction 5 

3 Conditioning 5 
4 Test Procedure 6 

4.1 General 6 

4.2 Test arrangement 6 

4.3 Loading 6 

4.4 Furnace control 6 

4.5 Temperature measurements on non-fire face 7 

4.6 Deflection measurements 8 

5 Results 9 

5.1 Observations 9 

5.2 Temperatures recorded on non-fire face 10 

5.3 Deflection recorded 10 

5.3.1 Vertical deflection 10 
5.3.2 Horizontal deflection 10 

6 Performance Criteria 10 
7 Conclusion 11 
8 Field of direct application of test results 12 
9 References 12 
10 Figures 13 
11 Graphs 16 
12 Photographs 23 
 



 Fire resistance test to EN 1365-1:2012 on a 137.5mm-thick SIP Building Systems wall comprising of timber 

stud frame, polyurethane insulation clad with OSB and a single layer 12.5mm-thick Fireline Board on 

Fireside.  

Report Number: P118950-1004

                  Issue: 1

                                                                             

  

  

 

Commercial in Confidence © BRE Global Ltd 2021 

 

Page  3 of 29 

 

 

 

Summary 

 

A SIP Building Systems wall, 3m x 3m, comprising of a 137.5mm-thick partition internal wall, was 
submitted to a fire resistance test carried out in accordance with EN1365-1: 2012 (with reference to EN 
1363-1:20203)  whilst supporting a total load of 39kN on 5th July 2021 for a duration of 46minutes 
54seconds. 

The internal wall was not symmetrical and achieved the following performance in the direction in which it 
was tested:  

 
Loadbearing capacity: 
 

46minutes  

Integrity: - sustained flaming: 46minutes*  
 - gap gauge: 46minutes* 
 - cotton pad: 46minutes*  
    

Insulation: 

 

 

* At point of 
loadbearing 
failure. 

 

 

 

 

 

 46minutes*  
 
 
 
 
 
 
 

 

 

 

 

1 Objective 

A test was carried out in accordance with EN 1365-1: 20121 to determine the fire resistance of a SIP 
Building Systems Panel when submitted to a fire resistance test in accordance with EN 1365-1: 2012.1 
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2 Test Construction 

2.1 General 
The wall was supplied to BRE on 24th June 2021. It was later installed into a vertical furnace test frame by 
BRE as described in Test Arrangement. 

The internal wall is shown in Figures and also before test in Photos. 

BRE was not involved in the selection of the specimen in any way and the result relates to the specimen 
as received. 

External and accessible components were dimensionally/visually verified by BRE Global to correspond to 
client supplied constructional data. Detailed constructional data relating to the specimen were not 
independently verified by BRE Global, the validity of the test results are conditional of the accuracy of that 
data. 

2.2 Components 

2.2.1 Elastpor H1236/3 & PMDI 92140  Manufactured by BASF 
Insulation is described by the test sponsor as Polyurethane, supplied as Elastopor H 1236/3 & Iso PMDI 
92140 by BASF. 

Blend and inject the 2 chemical components during our manufacture process. 

The core and OSB are auto-adhesively bonded during the curing process. 

The finished core has a density of 45kg/m3 and a thickness to suit the overall panel thickness including 
the 12mm facings.(Information supplied by sponsor). 

2.2.2 Sonaie OSB/3 12mm-thick 
OSB/3 (Oriented Strand Board) described as an engineered panel in which flakes of softwood are 
oriented to maximize strength properties and bonded together to form a panel. It is formed using a 
synthetic adhesive with water resistant properties. 

2.2.3 British Gypsum Gyproc Fireline plasterboard 12.5mm-thick TE 
Described as Gypsum plasterboard with glass fibre and additives to increase the fire protection, pink in 
colour on the face and brown on the reverse. Referenced as 50153412/4725 24 009 21:13 13:00 
3000mm x 1200mm x 12.5 TE  

2.2.4 Timber  
C16 Grade Timber batons 55mm x 25mm x 3.9m long 

TR26 Grade timber 72mm x 47mm  

2.2.5 Fixings  
· Easydrive 3.5mm x 32mm-long  
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· Easydrive 3.5mm x 60mm-long 
 

· FIRMAHOLD 51mm-long nails 

2.2.6 Adhesive 
APPOLO A07510 Described as a one component Moisture Cure Polyurethane Adhesive. 

2.2.7 Joint Tape & Joint Filler 
· British Gypsum Thistle Pro Tape 50mm self-adhesive glass fibre mesh tape 
· Speedline Lightweight All-purpose Joint Compound 20kg 

2.3 Wall Construction 
The wall comprised of three x nominally 100mm-thick x 2995mm-high panels (Polyurethane, Elastopor H 
1236/3 & Iso PMDI 92140 by BASF) bonded on both faces with 12mm-thick Sonaie Oriented Strand 
Board. 

The three SIP Building Systems panels were joined by means of a prefabricated SIP spline 75mm x 
95mm which were glued using Apollo AO7510 (nominal 10mm bead applied to full length of rebate ) then 
inserted into the rebate once in position the panel was fixed with 51mm-long nails nominally spaced at 
300mm centres along the joints. Timber grade TR26 studs 72mm wide x 47mm-thick was glued using 
Apollo AO7510 (nominal 10mm bead applied to full length of rebate ) and fixed into the perimeter rebate 
with 51mm-long nails nominally spaced at 150mm centres on all sides.  

Timber batons 55mm x 25mm were fixed to the fireside face on the perimeter edge horizontally at the 
head & base and fixed with 3.5 x 60mm-long screws nominal centres 300mm, vertical timber batons 
55mm x 25mm were fixed vertically between the head & base timber batons and fixed 3.5mm x 60mm-
long screws at 300mm centres.  

A single layer of 12.5mm-thick Gyproc Fireline plasterboard was secured to the Fireside timber batons 
with 3.5 x 32mm-long Easydrive screws at nominal 300mm centres and 15mm in from the board edge 
and around the perimeter edge. The three board sizes were nominally 2995mm high x 594mm wide, 
2995mm high x 1200mm wide and 2995mm x 1200mm wide. 

Joints of the partition coincided with fireside and non-fireside was confirmed as that shown in Figure 1. 

Joint lines and screwheads on the inner and outer layers of the Gyproc Fireline plasterboard were sealed 
with British Gypsum Thistle Pro tape and Speedline jointing plaster.  

3 Conditioning  

Samples, stated by the sponsor to be representative, were supplied by the sponsor. They were weighed 
and then oven-dried in order to determine their free moisture content by weight loss technique. The free 
moisture content and weight is given in Table: Moisture content and weight 

Table:   Moisture content and weight 

 Oven drying 
temperature 

Moisture 
content 

% by dry 

Oven dry weight 
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weight 

12.5mm Gyproc Fireline 
Board 

50ºC 0.55 11.16kg/m2 

C16 Timber Batton 105°C 24.12 12.26kg/m2 

 

 

4 Test Procedure 

4.1 General 
The test was carried out on 5th July 2021 in accordance with EN 1365-1: 20121 and was witnessed by Mr 
K.Platt. 

The ambient temperature at the start of the test was 18°C. 

4.2 Test arrangement 
The internal wall was inserted within the aperture, nominally 3050mm wide, of a heavily reinforced 
concrete test frame. The bottom edge of the internal wall rested on the steel channel beam which spread 
the load over the base of the internal wall. The internal wall was pinched between the steel-channel beam 
and the concrete soffit of the test frame aperture. Accordingly, the restraint was considered to be fixed at 
the top of the internal wall and hinged at the base of the internal wall. 

The two vertical sides of the internal wall remained unrestrained. Alkaline Earth silicate refractory blanket 
was used to seal the gap between the vertical sides of the internal wall and the test frame. It was also 
applied to overlap onto the bottom edge of the internal wall on the fire-side face to protect the test 
equipment below the internal wall, resulting in the levelling plate along the base of the internal wall being 
covered on the fire-side face. 

4.3 Loading 
The vertical load applied to the internal wall as prescribed by the sponsor was a total load of 39kN the 
basis for which was stated by the sponsor to be a up to a 4-storey building with floor and roof loads 
applied. 

The load was applied axially from below the specimen via six hydraulic rams acting on the inverted steel 
channel, which spread the load over the base of the internal wall. The inverted channel measured 100mm 
x 300mm x 100mm with flange and web thicknesses of 8mm and 16mm respectively. In order to impose 
the full prescribed test load, the load applied by the rams was greater than the prescribed load by a 
magnitude equal to the self-weight of the internal wall and inverted channel. This offset was applied 
automatically by the load application procedure. 

4.4 Furnace control 
The furnace temperature was measured by means of eight plate thermometers arranged in the furnace in 
four staggered rows of two with their measuring junctions nominally 100mm from the fire-side face of the 
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specimen. The furnace was controlled to comply with the heating regime specified in European Standard  
EN 1363-1: 20202. 

The mean temperature recorded is plotted against time in Graphs together with the specified curve for 
comparison.  

The furnace pressure was monitored at a point 2.52m above the base of the internal wall. The pressure 
was controlled to be 16Pa ±3Pa at this level resulting in the height of the neutral pressure plane being at 
0.6m above the base of the internal wall. 

The furnace pressure recorded is plotted against time in Graphs. 

4.5 Temperature measurements on non-fire face 
14 K-type thermocouples each covered with an insulating pad were fixed to the non-fire face of the 
specimen to measure its temperature continuously during the test. Their locations are shown in Photos. 

Thermocouples 1 to 5 (standard five) were used to calculate the mean non-fire face temperature; all the 
thermocouples were used to determine the maximum non-fire face temperature. 

Table 2:  Unexposed face thermocouple locations 

Thermocouple 
number Location of thermocouple 

1 At the centre of the top L.H ¼ section of the specimen. 

2 At the centre of the top R.H ¼ section of the specimen. 

3 At the centre of the specimen.  

4 At the centre of the bottom L.H ¼ section of the specimen. 

5 At the centre of the bottom R.H ¼ section of the specimen. 

6 At the head of the specimen, in line with a vertical joint on OSB on the Non-exposed side 
nominal 575mm from the left-hand side. 

7 At the head of the specimen, midspan width of the internal wall.  

8 At the head of the specimen, in line with a vertical joint on OSB on the Non-exposed side 
nominal 1200mm from the right-hand side. 

9 600mm down from the head and 600mm from the left-hand side next to a joint on the 
outer layer. 

10 600mm down from the head and midspan. 

11 600mm down from the head and 1200mm from the right-hand side next to a vertical 
joint. 

12 150mm in from the left-hand side at mid height. 

13 610mm from left-hand side at mid-height. 

14 1200mm from Right-hand side at mid-height. 
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4.6 Deflection measurements 
The vertical deflection of the internal wall was measured during the test by two transducers positioned 
one below each end of the steel channel beam. The mean vertical deflection was calculated from these 
two transducers. 

The horizontal deflection of the wall was measured throughout the test by two transducers connected, via 
fine steel wire, to the centre of the wall and mid-height of the right-hand side (as viewed from the 
unexposed face). 
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5 Results 

5.1 Observations 
Observations made during the test are given in Table: Observations below. Unless otherwise stated they 
are of the non-fire face. Any references to left and right are as viewed from the non-fire face. 

For the convenience of this report the six stud locations were numbered 1 – 6 from left to right 

mins Observations 

-45:00 Load gradually applied 

-15:00 Load applied 

0:00  Test started 

6:19 Fireside: Red embers burning off from Fireline paper face. 

10:32 Non-fireside: No appreciable visible change. 

13:40 Fireside: Jointing tape and filler between joints has detached. 

17:30 Non-fireside: No appreciable visible change. 

24:15 Fireside: Nominal joint gaps 2mm-3mm wide, light flaming between joints. 

26:45 Non-fireside: Smoke from joints between joints on the two 1200mm wide boards and 
nominally down 200mm from the head. 

31:38 Fireside: Nominal 5mm-10mm wide joint gaps on vertical joints, increase in flaming 
between joints. 

41:31 Non-fireside: Increase in smoke on vertical joints between the 1200mm wide boards, 
1200mm from the righthand side and 1500mm up from the base. 

45:00 Non-fireside: Joint gaps nominal 20mm wide, bowing away from furnace. 

46:08 Non-fireside: Failure of loadbearing capacity. 

46.54 Test terminated. 
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5.2 Temperatures recorded on non-fire face 
The mean and individual temperatures measured on the non-fire face of the internal wall during the test 
are plotted against time in Graphs. 

The maximum temperature measured was 46.6°C recorded by thermocouple 8 at the end of the test. 

5.3 Deflection recorded 

5.3.1 Vertical deflection 
The vertical deflection recorded by the transducers together with their mean are plotted against time in 
Graphs. Positive readings represent extension of internal wall height, negative readings represent 
reduction of internal wall height.  

At the end of the test the mean vertical contraction was -24.3mm increasing at a rate of -12.4mm/min. 

5.3.2 Horizontal deflection 
The horizontal deflection of the wall recorded during the test by linear displacement transducers attached 
to the centre of the wall and at mid height of the right-hand vertical edge, 50mm in from the edge, with 
deflection shown plotted against time in Graph 7.  

Positive readings represent deflection towards the fire, negative readings represent deflection away from 
the fire.  

The maximum deflection measured was -144.6mm recorded at the end of the test at the centre of the 
internal wall. 

 

6 Performance Criteria 

The standards1,2 state that the result be given as the elapsed times during the test, in completed minutes, 
for which the test specimen continues to support the load (loadbearing capacity), maintain its separating 
function (integrity) and, separately, also without developing temperatures on the non-fire side face 
exceeding specified limits (insulation, if appropriate). 

Loadbearing capacity:    Failure is deemed to occur when the test specimen loses its ability to support 
the test load. This shall be taken as when both of the following criteria have been exceeded by the mean 
vertical deflection: 

a) Limit for vertical contraction (negative elongation) 

C = h/100 (mm)  

C = 3000/100 = 30mm 

or 

b) Limit for rate of vertical contraction (negative elongation), 

dC/dt = 3h/1000 (mm/min) 

dC/dt = 3 x 3000/1000 = 9.0mm/min 
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where: 

h -  is the initial height, in millimetres. 

 

Integrity is defined in terms of failure by sustained flaming, cotton pad and gap gauges as follows: 

Sustained flaming when sustained flaming for not less than 10s on the non-fire side face occurs 

Cotton pad when cracks, gaps or fissures allow flames or hot gases to cause flaming or 
glowing of a cotton fibre pad. 

Gap gauges when a 25mm-diameter gap gauge can penetrate through a gap into the furnace; 
or when a 6mm-diameter gap gauge can penetrate through a gap into the furnace 
and be moved in the gap for a distance of at least 150mm. 

The integrity criterion is deemed to not be met when the loadbearing capacity criteria cease to be 
satisfied. 

 

Insulation : Failure is deemed to occur: 

a) when the mean non-fire side face temperature increases by more than 140°C above its initial 
value;  

b) when the temperature recorded at any position on the non-fire side face is in excess of 180°C 
above the initial mean non-fire side face temperature; 

c) when integrity or loadbearing capacity failure occurs 

 

 

7 Conclusion 

A SIP Building Systems wall, as described in this report, was submitted to a fire resistance test carried 
out in accordance with EN1365-1: 2012 whilst supporting a total load of 39kN for a duration of 46minutes 
54seconds. 

The wall achieved the following performance: 

 
Loadbearing capacity: 
 

46minutes  

Integrity: - sustained flaming : 46minutes*  
 - gap gauge : 46minutes* 
 - cotton pad : 46minutes*  
    
Insulation:  46minutes*  
    

 * At point of loadbearing failure 
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This report details the method of construction, the test conditions and the results obtained when the 
specific element of construction described herein was tested following the procedure outlined in EN 1363-
1, and where appropriate EN 1363-2. Any significant deviation with respect to size, construction details, 
loads, stresses, edge or end conditions other than those allowed under the field of direct application in the 
relevant test method is not covered by this report. 

Because of the nature of fire resistance testing and the consequent difficulty in quantifying the uncertainty 
of measurement of fire resistance, it is not possible to provide a stated degree of accuracy of the result.  

 

8 Field of direct application of test results 

The standard1 states that the results of the fire test are directly applicable to similar constructions where 
one or more of the changes listed below are made and the construction continues to comply with the 
appropriate design code for its stiffness and its stability. 

a) Decrease in height. 

b) Increase in the thickness of the wall. 

c) Increase in the thickness of component materials. 

d) Decrease in linear dimensions of boards or dimensions of panels except thickness. 

e) Decrease in stud spacing. 

f) Decrease in distance of fixing centres. 

g) Increase in the number of horizontal joints when tested with one joint not more than 500mm ± 150mm 
from the top edge. 

h) Decrease in the applied load. 

i) Increase in the width, provided that the test specimen was tested at full width or 3m wide, whichever is 
the larger. 
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10 Figures 

 

Figure 1: General Plan of internal wall layout (as supplied by sponsor) 



 Fire resistance test to EN 1365-1:2012 on a 137.5mm-thick SIP Building Systems wall comprising of timber 

stud frame, polyurethane insulation clad with OSB and a single layer 12.5mm-thick Fireline Board on 

Fireside.  

Report Number: P118950-1004

                  Issue: 1

                                                                             

  

  

 

Commercial in Confidence © BRE Global Ltd 2021 

 

Page  14 of 29 

 

 

 

Figure 2: Build Plan of internal wall layout (as supplied by sponsor) 
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Figure 3: Locations of surface thermocouple1-14 and centre and right-hand transducer deflection 
locations. 
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11 Graphs 

 

Graph 1: Furnace mean Temperature. 
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Graph 2: Individual furnace thermocouple temperatures. 

(After 40mins detachment of board and increase in flaming caused fluctuations within the furnace). 
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Graph 3: Furnace pressure. 
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Graph 4: Mean and maximum temperatures recorded on unexposed face of internal wall. 
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Graph 5: Individual surface thermocouple temperatures. 
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Graph 6: Vertical deflection recorded at the unexposed face of the partition 

-Positive values indicate expansion of the internal wall whilst under load. 
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Graph 7: Horizontal deflection recorded at the unexposed face of the internal wall. 

 Note: Positive values indicate movement toward the furnace. 
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12 Photographs 

 

Photograph 1: Construction of internal wall as supplied from Sponsor 

 

Photograph 2: APPOLLO AO7510 glue applied within rebate of internal wall. 
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Photograph 3: Timber stud secured into end rebate fixed with glue and nails. 

 

 

Photograph 4: Spline fixed into rebate with glue and nails. 
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Photograph 5: SIP wall secured together with APPOLLO AO7510 & 51mm-long nails 

 

Photograph 6: Installation of timber batons clad with Gyproc Fireline on the exposed face. 
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Photograph 7: Completion of Gyproc Fireline exposed face Fireside. 

 

Photograph 8: Before installation onto BRE furnace Fireside (exposed face). 

 

 



 Fire resistance test to EN 1365-1:2012 on a 137.5mm-thick SIP Building Systems wall comprising of timber 

stud frame, polyurethane insulation clad with OSB and a single layer 12.5mm-thick Fireline Board on 

Fireside.  

Report Number: P118950-1004

                  Issue: 1

                                                                             

  

  

 

Commercial in Confidence © BRE Global Ltd 2021 

 

Page  27 of 29 

 

 

 

Photograph 9: Non-fireside before start of test on BRE Furnace (Unexposed face). 

 

Photograph 10: After completing 16mins.(Non-fireside)  
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Photograph 11: After completion 30mins.(Non-fireside) 

 

Photograph 12: At 43mins before load bearing failure at 46mins. 
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Photograph 13: After load bearing failure(46minutes) Fireside. 

 


